
STAINLESS STEEL WASHTROUGH

Hard wearing and durable solution to high traffic and wet area washrooms.



SPECIFICATION

STAINLESS STEEL
WASHTROUGH
Hard wearing and
durable solution to high
traffic and wet area
washrooms, also
available with HPL or
SGL Vanity Unit base.

Tap Ledge for Deck Mounted Taps
Tap Holes Drilled as Requested
Fully Welded Construction
Integral Wall Fixing Brackets
Anti-splash Design
Central 1.5” BSP Waste

Stainless Steel Washtrough - Tapdeck style:

40mm upstand to the rear allows taps to be mounted on an easy to clean surface.
All are manufactured in the UK
Constructed from grade 304 austenitic stainless steel - 1.2mm thick with a smooth
satin polished non-reflective surface.

Unit Construction:
Frame: Softwood sub-frame fitted with lift off access panels and 100mm integral
laminated plinth
SGL Panel Option:
SGL Core/Face: 13mm solid grade laminate panels SGL edge: profile radiused and
polished
Colour: ref to the Cube colour selector
HPL Panel Option:
HPL Core/Face: 18mm high pressure laminate panels - high density particleboard
faced both sides with high pressure laminate.
HPL edge: matching 2mm thick impact resistant ABS lipping
Colour: ref to the Cube colour selector

Vanity Unit Options:
Height: low height options available
18mm MFC carcass with shelves and hinged doors

STANDARD END PROFILE:


